
Wireless  
2500

Accept payments anywhere with the Wireless 2500, a 

pocket-sized point-of-sale solution offering flexibility and 

innovative features. Perfect for taking payments in the  

aisles or curbside, the Wireless 2500 accepts all major 

payments, including the secure, contactless methods your 

customers expect.

With Bluetooth® capabilities, plus a slim design, the Wireless 

2500 lets you take the transaction to your customer. Its 

intuitive interface enhances the customer experience, and 

this small device packs a powerful punch — it’s designed for 

speed and built for the most demanding use.

Key features

• Bluetooth connectivity 

• EMV® contactless  

enabled

• Lightweight,  

pocket-sized design

• Fully supported,  

PCI 5.X certified 
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Wireless 2500

Processor 

Crypto and applications processor: Cortex A5 

Memory 

Internal: 256MB Flash / 128MB RAM 

Display 

2.4” color display, backlit, QVGA (240 x 320 

pixels) 

Operating System 

Telium TETRA 

Audio 

Buzzer, speaker 

Card Readers 

Smart card: EMV Level 1, 50K lifespan: EMVCo-

approved; Magstripe: ISO1/2/3, 100K lifespan 

Contactless

EMV / iSO14443

Connectivity 

LAN: Bluetooth class II, USB

Specifications

Security 

PCI PTS 5.x Online & Offline certified 

Environmental 

Charging temperature: 32°F to 104°F (0°C to 

+40°C); operating temperature: 14°F to 122°F 

(-10 to +50°C); storage temperature: -4°F to 

131°F (-20 to 55°C); relative humidity: 85% non-

condensing at 104°F (40°C) 

Physical 

Standard: 5.07 L x 2.75 W x 0.67 H in. 

Integration: 5.07 L x 2.75 W x 0.59 H in. 


